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Sensor for Production and Quality Control
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single sided  round sensor for contact operation

operation as web traversing sensor

detection of thin and voluminous, intermittently
aligned objects or endless material

object detection also through carriers and 
enclosing materials

operation either as stand-alone sensor or in 
combination with visualization and control units

switching output version

analog output 0...+10V version

+24VDC +/- 10% operation voltage

robust aluminium housing ø120 x 70 mm

The QMS 70-120R is a compact and robust sensor using an unique capacitive sensor technique as well as highly
sophisticated electronics. The big single sided sensor, i. e. sensing area at the top, enables weight measurement of
voluminous and continuous materials. The QMS 70-120R and the referring HST Control and Inspection System 
replaces the weight control systems based on X-ray measurement technics. The QMS 70-120R needs no expensive 
maintenance and no precautions X-ray based control systems need.   

Thanks to its construction the QMS 70-120R can be used for weight controlling of endless cellulose or textile webs, 
where the sensor gets traversed over the webs by motor or pneumatically.  At each locations the sensor outputs an 
analog voltage, which is proportional to the mass, weight just measured. The measurement voltages can be directed 
to inspection and control systems, like HST Ranger and HST Analyser to derive and evaluate important qualitative
and quantitative information and data. The qualitative information and data concern production, machine and 
material etc.  Weight, average weight, weight distribution, statistics etc. are classified to the quantitative information 
and data.  

Bringing into operation is very easy.  Adjustment is performed, if needed at all, at the first commissioning. Due
to the auto-taring function, no re-adjustment is needed normally. Pollution and abrasion have no effect on sensor
operation in a very wide extent

Features :Features :

Description :
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8 pin     male sensor connector*)    cable color 

pin 1                                                    white
pin 2                                                    brown  
pin 3                                                    green         
pin 4                                                    yellow
pin 5                                                    grey 
pin 6                                                    rose
pin 7                                                    blue
pin 8                                                    red          
shielding                                             blanc                                                         

8

15 pin male SUB-D cable connector **)         function

pin 5                                                            taring input +24V *)       
pin 12                                                          power supply +24V   
pin 3                                                            analog output 0...+10V
pin 4                                                                
pin 2                                                            analog output GND
pin 1                                                            not to connect, test
pin 11                                                          power supply 0V/GND
pin 8                                                            
pin 11                                                          shielding

don’t use pin 1,5,6,7,9,10,13,14,15
*) only active for “interval measuring” sensor version
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sensitivity :                   high
                                                                  
measurement mode :   permanent   
                                                                               
lowest detectable         < 1 mg
weight quantity :

accuracy :                    1...5% depending on
                                     material quantity and
                                     material characteristics
          
evaluation  time :          < 1ms 
                                                                                                       
active sensor area :      ø 50 mm   

                                                                                                             

external taring :       automatically or
                                by external 24V signal or
                                push button (TARA version)

output :                    analog output 0 ... 10V 

operation voltage :  +24VDC +- 10%
                                50mA typ.                                                                                                               

mounting :               6 pre-drilled bolt holes, M4
                                on bottom side

dimension :             ø 120 x 60 mm

weight :                   typ. 1100 gr.  

operation temper-       0...40° C
ature range :               

storage temper-          0...50°C
ature range :               

meets or exceeds       EN 50011:2007 class A
standard and re-         EN 61326-1:2006
quirements :              
                   
protection type            IP 60

                 sensor version                                                                                 order no.

        
            
    

    QMS 70-120R   for permanent measurement                                   QMS 70-120R-PERM-ANA
                              with analog output 0...10V   

    QMS 70-120R   for permanent measurement                                   QMS 70-120R-PERM-ANA-TARA
                              with analog output 0...10V, TARA

   QMS 70-120R   any sensor version available                                    QMS 70-120R-...-ceramic
                              with ceramic electrode  

 sensor including 5m connection cable plus adapter box for sensor versions with analog output         

Order Data :

Technical Data :
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[mm]Dimension :
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variations due to sensor version
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